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A925
Roof Wash & Metal Degreaser

SUITABILITY
This product has been designed as a general purpose heavy duty cleaner for the removal of fat, grease and oil
contamination in advance of the painting process.

DIRECTIONS

This product is supplied as a concentrate to allow for preparation of a solution appropriate for the intended task. Refer
to the table to select the mixing ratio most suited to the intended task. This mix can then be applied by physically
scrubbing onto the surface in a manner which will generate foam. When completed, remove by hosing down with fresh
water. In certain situations where there was originally a heavy contamination of grease and fats, it may be necessary to
rinse with hot water and/or carry out the cleaning process twice to ensure that all surfaces have been thoroughly
degreased.

If cleaning in preparation for a painting process, allow the surface to dry thoroughly. Sand, prepare and prime as
directed.

Mixing Table
Situation Roof Wash & Metal Degreaser Fresh water

New galvanised iron

Weathered galvanised iron

Galvanised steel objects (zinc-coated)

Light machine oil

Heavily contaminated machine parts

Severe grease & oil contamination

Light residual grease, oil / Food processing areas

Heavily contaminated grease & fat food processing areas
Severely contaminated grease & fat food processing areas
Removal of light grease deposits, kitchen repaint
General purpose household cleaner
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WARNING Concentrated material may be harmful if swallowed or absorbed through the skin.

Pack Size 1L, 4L

Flash point N/A

HEALTH AND SAFETY

Irritant Avoid contact with skin and eyes. Avoid breathing vapour or sanding dust.

When using this product it is recommended that full overalls, gloves, face mask
and goggles be worn. Store container in a safe place when not in use.
Do not burn container.



FIRST AID

EYES Flush with water for at least 15 minutes and seek medical advice.

SKIN Wash contact areas with soap and water. Remove all contaminated clothing,
and seek medical advice. Do not scrub.

INHALATION Remove patient from further exposure, and keep patient warm and
comfortable.

INGESTION Do not induce vomiting. Rinse mouth with water. Seek medical advice as

soon as possible.

USE ONLY WITH ADEQUATE VENTILATION
KEEP OUT OF REACH OF CHILDREN

TRANSPORTATION AND DISPOSAL
Not Hazchem regulated.

OTHER INFORMATION
This product may be used for a wide variety of surfaces. If the surface you propose to paint is not referred to, contact
Protective Paints Technical Department for classification.

For further technical information please phone 0800 724 684.

RELIABILITY OF INFORMATION

All statements and technical information contained herein are based on tests we believe to be reliable but the accuracy
thereof is not guaranteed. Since Protective Paints Ltd has no control over product application, purchasers and users
must confirm the suitability of our products under their conditions to meet their own requirements.
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